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TECHNICAL SPECIFICATIONS 

 
 

 
Characteristics TECHNICAL REQUIREMENTS UNIT Result   

WATER ABSORPTION 0.5<E≤3 
Individual maximum 3.3 

% E=1.5 
1.29~2.07 

Pass 

MODULUS OF RUPTURE Average Value ≥38 
Individual maximum ≥35 

MPa R=48.10 
45.0~49.7 

Pass 

BREAKING STRENGTH Maximum ≥390 N S=575.20 Pass 
THERMAL SHOCK RESISTANCE Offer test report - Fully resistant Pass 
FROST RESISTANCE No crack or peeling after the frost test - Fully resistant Pass 
SIZE AND DIFFERENCE The deviation of the average size for each tile 

from the work size 
45+/-1.4 mm 44.8~+45.2 Pass 

The deviation of the average size for each tile 
from the average size of the 10 test 
specimens 

+/-0.8 % -0.44~+0.44 Pass 

SURFACE QUALITY The tiles shall be free from visible defects that would 
impair the appearance of a major area of tiles 

- Conformed Pass 

 
E=Water absorption average vale R=Modulus of rupture average value S=Breaking strength average value 
 
 
 

GRANITO MOSAIC 4540 MIX / 4585 / 4540 / 45163 / 802 MIX / 813 

mailto:info@uniontiles.co.za
http://www.uniontiles.co.za/

