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TECHNICAL SPECIFICATIONS 

 
 

 
Characteristics Test Method Value – Polished Value – Matt Standard as per  

ISO-13006/EN14411 Group Bla 
DEVIATION IN LENGTH AND WIDTH ISO 10545-2 +/-0.1% +/-0.1% +/- 0.5% 
DEVIATION IN THICKNESS ISO 10545-2 +/-4.0% +/-4.0% +/- 5.0% 
STRAIGHTNESS OF SIDES ISO 10545-2 +/-0.1% +/-0.1% +/- 0.5% 
RECTANGULARITY ISO 10545-2 +/-0.1% +/-0.1% +/- 0.6% 
SURFACE FLATNESS ISO 10545-2 +/-0.2% +/-0.2% +/- 0.5% 
COLOUR DIFFERENCE ISO 10545-16 No Change No Change Unspecified 
GLOSSINESS Gloss Meter Min. 90% Min. 4% As per mfg. 
WATER ABSORPTION ISO 10545-3 <0.20% <0.20% <0.50% 
APPARENT DENSITY DIN 51082 >2.10 g/cc 2.10 g/cc >2.0 g/cc 
MODULUS OF RUPTURE ISO 10545-4 Min. 40 N/mm2 Min. 40 N/mm2 Min. 35 N/mm2 
BREAKING STRENGTH ISO 10545-4 Min. 2000 N Min. 2000 N Min. 1300 N 
IMPACT RESISTANCE ISO 10545-5 Min. 0.55 Min.0.55 As per mfg. 
SURFACE ABRASION RESISTANCE ISO 10545-7 Min. Class-3 Min. Class-4 As per mfg. 
MOH’s HARDNESS EN 101 Min. 4 Min. 5 As per mfg. 
FROST RESISTANCE ISO 10545-12 No Damage No Damage No Damage 
THERMAL SHOCK RESISTANCE ISO 10545-9 No Damage No Damage No Damage 
MOISTURE EXPANSION ISO 10545-10 Nil Nil Nil 
THERMAL EXPANSION (COE) ISO 10545-8 Max. 6.5 x 10-6 Max 6.5 x 10-6 Max. 9.0 x 10-6 
CRAZING RESISTANCE ISO 10545-11 Min. 10 Cycle Min. 10 Cycle As per mfg. 
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