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TECHNICAL SPECIFICATIONS 

 

 
Characteristics Unit Standard Result 

FLATNESS INSPECTION CENTRE CURVATURE % +/-0.4 +0.06~+0.12 
EDGE CURVATURE % +/-0.4 -0.01~+0.10 
WARPAGE % +/-0.4 -0.01~+0.11 

DIMENSIONS THICKNESS mm 10.5+/-0.5 10.52 
LENGTH mm 600+/-3.0 600.20 

DEVIATION FROM RECTANGULARITY % +/-0.5 -0.06~+0.10 
STRAIGHTNESS OF SIDES % +/-0.3 -0.05~+0.04 
SURFACE QUALITY - No clear defect of greater than 95% No visible defect 
WATER ABSORPTION % ≤0.5 0.05 
RESAISTANCET O SURFACE ABRASION - - 1500 turns, Class 3 
RESISTANCE STAINS - - 5 
TEST FOR CRAZING - - No Crazing 
BREAKING STRENGTH N ≥1300 2640 
MODULUS RESISTANCE MPa ≥35 40.40 
CHEMICAL RESISTANCE RESISTANCE TO ACID - - GLA, GHA 

RESISTANCE TO ALKALI - - GLA,GHA 
INTERNAL EXPOSURE INDEX IRa - 0.7 
EXTERNAL EXPOSURE INDEX Ir - 1.0 

 
TEST STANDARD:  GB/T3810-2006, GB/T4100-2006 

 

RIS AMARILIO/AZUL/CIAN/NARANJA/PISTACHO/ROJO 600x600mm 
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