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TECHNICAL SPECIFICATIONS 

 
 

 
Characteristics Unit Requirements Result Decision 

SIZE AND DIFFERENCE  % Length +/- 0.6 +0.33~+0.40 Pass 
Thickness +/- 5.0 0~+2.5 

SIDE STRAIGHT % Excellent +/- 0.4 -0.08~+0.09 Pass 
RIGHT ANGLE % Excellent +/- 0.4 -0.08~+0.06 Pass 
SURFACE FLATNESS  

% 
Center Curvature Excellent +/- 0.4 +0.07 Pass 

Warpage Excellent +/- 0.4 -0.06 Pass 
Side Curvature Excellent +/- 0.4 +0.09  

SURFACE QUALITY  
- 

A minimum of 95% of the tiles shall be free 
from visible defects that would impair the 
appearance of a major area of tiles 

 
Conformed 

 
Pass 

WATER ABSORPTION % Mean value 0.5 < E ≤ 3.0 
Single value ≤ 3.3 

0.74 
0.67~0.83 

Pass 

BREAKING STRENGTH N When the thickness is ≥ 7.5mm, the mean 
value shall be ≥ 1100 

1179.6 Pass 

MODULUS OF RUPTURE Mpa Mean value ≥ 30 36.7 Pass 
Single value ≥ 27 35.5~37.3 

RESISTANCE OF THERMAL SHOCK - No burst or crack appears after the thermal 
shock test 10 times 

Conformed Pass 

ABRASION RESISTANCE Mm3 ≤ 175 139 Pass 
RESISTANCE TO HOUSEHOLD CHEMICALS - Not lower than UB level UA Level Pass 
RESISTANCE TO ACID - Grade after being dipped in 3% HCL for 12 

days 
ULA Level - 

RESISTANCE TO ALKALI - Grade after being dipped in 30g/l KOH for 12 
days 

ULA Level - 
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