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TECHNICAL SPECIFICATIONS 

CRE PIETRA BLANCO / GRIGIO / GRIS / NERO  600X600 MM 
    

Characteristics Test Method International STD Group 
Bla - ISO 13006 Annx. G 

Mean Value 

DEVIATION IN LENGTH ISO 10545-2 +/-0.30 +/-0.10 
DEVIATION IN THICKNESS ISO 10545-2 +/-5.00 +/-4.00 
STRAIGHTNESS OF SIDES ISO 10545-2 +/-0.30 +/-0.10 
RECTANGULARITY ISO 10545-2 +/-0.30 +/-0.10 
SURFACE FLATNESS ISO 10545-2 +/-0.40 +/-0.15 
SURFACE QUALITY ISO 10545-2 Min. 95% of tiles will be free 

from visible defect 
Min. 95% of tiles will be free 

from visible defect 
WATER ABSORPTION ISO 10545-3 Avg. ≤ 0.50% Individual 0.6% 

Max 
≤ 0.08% 

MODULUS OF RUPTURE (N/mm2) ISO 10545-4 Avg. 35 Individual 32 Min. Min. 38 
BREAKING STRENGTH ISO 10545-4 Min 1300 N Min 1500 N 
SURFACE ABRASION RESISTANCE ISO 10545-7 Report abrasion class PEI  4 
COEFFICIENT OF LINEAR THERMAL EXPANSION 
FROM AMBIENT TEMP TO 100°C (K-1 ) 

ISO 10545-8 Test method available < 7 x 10° Max. 

THERMAL SHOCK RESISTANCE ISO 10545-9 `Test method available 10 Cycles Passes Min. 
CRAZING RESISTANCE ISO 10545-11 Required 4 Cycle Passed 
STAIN RESISTANCE ISO 10545-14 Resistant Resistant 
MOISTURE EXPANSION in mm/m ISO 10545-10 Test method available  NIL 
CHEMICAL RESISTANCE ISO 10545-13 Resistant Resistant 
BULK DENSITY ISO 10545-3 > 2.0 > 2.0 
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