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TECHNICAL SPECIFICATIONS 

 
 

 
Characteristics Test Method Unit Result Standard 

13006:2018 
Evaluation 

WATER ABSORPTION ISO 10545-3 % 6.64 6 < E ≤ 10 AIIb-1 
BREAKING STRENGTH ISO 10545-4 N 1859 ≥ 900 Passed 
MODULUS OF RUPTURE ISO 10545-4 MPa 25.88 ≥ 17.5 Passed 
DIMENSION DEVIATION 
THE DEVIATION OF SIZE FROM THE WORK SIZE ISO 10545-2 % 0.23 +/- 2.0 Passed 
THE DEVIATION OF SIZE FROM THE AVERAGE 
SIZE OF THE 10 TEST SPECIMENS 

ISO 10545-2 % -0.10 +/- 1.5 Passed 

THE DEVIATION OF AVERAGE THICKNESS FROM 
THE WORK SIZE THICKNESS 

ISO 10545-2 % 1.51 +/-10.0 Passed 

THE MAXIMUM DEVIATION FROM 
STRAIGHTNESS 

ISO 10545-2 % -0.14 +/-1.0 Passed 

THE MAXIMUM DEVIATION FROM 
RECTANGULARITY 

ISO 10545-2 % -0.50 +/-1.0 Passed 

SURFACE FLATNESS 
THE MAXIMUM DEVIATION FROM CENTER 
CURVATURE 

ISO 10545-2 % 0.08 +/-1.5 Passed 

THE MAXIMUM DEVIATION FROM EDGE 
CURVATURE 

ISO 10545-2 % -0.24 +/-1.5 Passed 

THE MAXIMUM DEVIATION FROM WARPAGE ISO 10545-2 % -0.16 +/-1.5 Passed 
SURFACE QUALITY ISO 10545-2 % 98 ≥ 95 Passed 
MOISTURE EXPANSION ISO 10545-10 mm/m 0.108 - - 
LINEAR THERMAL EXPANSION COEFFICIENT ISO 10545-8 10-6/°C 6.7 - - 
DEEP ABRASION RESISTANCE ISO 10545-6 mm3 203.9 ≤649 Passed 
FROST RESISTANCE ISO 10545-12  > 100 - - 
RESISTANCE TO THERMAL SHOCK ISO 10545-9  > 10 - - 
CHEMICAL RESISTANCE 
RESISTANCE TO LOW CONCENTRATIONS OF 
ACIDS 

 
 
 

ISO 10545-13 

 ULA - - 

RESISTANCE TO HIGH CONCENTRATIONS OF 
ACIDS 

UHA - - 

RESISTANCE TO LOW CONCENTRATIONS OF 
ALKALIS 

ULA - - 

RESISTANCE TO HIGH CONCENTRATIONS OF 
ALKALIS 

UHB - - 

RESISTANCE TO SWIMMING POOL SALTS ISO 10545-13  UA ≥UB Passed 
RESISTANCE TO HOUSEHOLD CHEMICALS UA ≥UB Passed 

 
 
 
 
 

TERRACOTTA UNGLAZED 500x500mm 
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