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TECHNICAL SPECIFICATIONS 

 
 

 
Size: 1000 x 1000 mm 
Material: Glazed Porcelain Floor Tile 
Finish: Matt 
Number of faces: Temporarily Unknown 

 
Characteristics Test Method Test Value Result 

WATER ABSORPTION ISO 10545-3 Ev≤ 0.5% Complies 
BREAKING STRENGTH ISO 10545-4 ≥1300 N Complies 
RESISTANCE OF FLEXION ISO 10545-4 ≥ 35 N/mm2 Complies 
SURFACE ABRASION ISO 10545-7 Declared Value Class 4 
CRACKING RESISTANCE ISO 10545-11 Requested Complies 
FROST RESISTANCE ISO 10545-12 Requested Complies 
CHEMICAL RESISTANCE  

Household Chemicals and Swimming Pool 
Salts 

Low Concentration of Acids 
Low concentration of Alkalis 

 
ISO 10545-13 
ISO 10545-13 
ISO 10545-13 

 
Min. Class B  

Declared Value 
Declared Value 

 
Complies 

Min. Class LB 
Min. Class LB 

RESISTANCE TO STAINS ISO 10545-14 Minimum Class 3 Complies 
SLIP RESISTANCE (PENDULUM TEST) EN 16165 Anexo C AN 2.6  Class 1 
SLIP RESISTANCE (SHOD RAMP TEST) EN 16165 Anexo B AN 3.3  R9 
SLIP RESISTANCE (BAREFOOT RAMP 
TEST) 

EN 16165 Anexo A AN 3.2  Class A 

HARDNESS (MOHS) EN-101 Declared Value Minimum 3 
 

SLIP RESISTANCE 
 

 
   6°-10°     10°-19°      19°-27°     27°-35°       >35° 
 
Note:  The classification gives the parameter to determine the sliding resistance.  The group R9 is less anti-slip, while the group R13 has the 
maximum effectiveness. 

 
 

 

GRAVITY / WHITE / NOCE 1000x1000 mm 

R9     
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