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TECHNICAL SPECIFICATIONS 

 
 

 
 

SIZE:  
 

600 X 1200 mm 

MATERIAL: Colour Body Porcelain 
FINISH: Slip-Resistant 
THICKNESS: 9.5 mm 
EN 14411 Annex G-GL Group Bia - water absorption Ev ≤ 0,5%.  
 

 
 
 

Characteristics Performance Harmonized standards 
   

 
 
 
 
 
 
 
 

EN 14411 : 2012 
 
 

Fire reaction A1FL/A1 
Release of dangerous substances, for  
Cadmium N.P.D. 
Lead N.P.D. 
Breaking strength >1300 N (th. ≥7.5 mm) - >700 N (th. <7.5 

mm) 
Modulus of rupture > 35 N/mm2 
Tactility  N.P.D. 
Bond strength/adhesion for  
Cementitious adhesive, type C2 

 
N.P.D. 

Thermal shock resistance Pass 
Durability of bond strength as:  
- indoor use: Pass 
- outdoor use: frost and thaw resistance Pass 
PEI V 
Slippage resistance R11 DIN EN 16165 Annex B 
Slippage resistance  > 0,42 ANSI 137.1-2012 DCOF 
Length and width ±0,6% (±2,00 mm)  

ASTM C-499 
ASTM C-485 
ASTM C-502 

Thickness ±5% (±0,5 mm) 
Warpages of edges  ±0,5% (±1,5 mm) 
Wedging ±0,5% (±2,00 mm) 
Flatness ±0,5% (±2,00 mm) 

 
 

SLIP RESISTANCE 
 

 
   6°-10°     10°-19°      19°-27°     27°-35°       >35° 
 
Note:  The classification gives the parameter to determine the sliding resistance.  The group R9 is less anti-slip, while the group R13 has the 
maximum effectiveness. 

 

                                                                   RIVER GRIP 600 x 1200  
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