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FlLEXIBLE

ALTERNATIVE TO SOLID
NATURAL STONE.
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FLOORS, WALLS, FACADES, CEILINGS,
FURNITURE, DECORATION AND DOORS.



IDIFVdS

A1IHM DILyV 31lIHM SOWNSOD




100%

NATURAL STONE SURFACE
LAMINATED WITH A HIGH
POLYMER BACKING.
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STONE

FLEX
SPECIFICATIONS

Each sheet of STONE FLEX has it's own unique veining sfructure, surface texture and colouration, from the
natural stone from which it is processed. The face of the sheet is carefuly split from the natural stone slab,
extracted from the quarry.

Installation is simply applying the approved adhesive to the back of the slabs and roling the sheet into
place using a normal point roller to extract any air, frapped behind the sheet. Cutting is done with a pair of
industrial scissors or a craft knife.

Sheets can be buft jointed but we advise a minimal 1mm joint be used and grouted with normal tile grout

or Keralastic T adhesive. Sedling of the slabs is recommmended to enhance colours and faciitate
maintenance. S.Q.T. Sedler is recommended.

MATERIAL 100% Real natural stone surface. Fibre polymer backing.

THICKNESS | 15 mm to 25 mm

WEIGHT +156 kg/m?

SIZES 2440 x 1220 mm & 1200 x 800 mm
RE%%’\HAEASENNE ED Mapei Keralastic T adhesive

RECOMMENDED | SQT. Textures stone sealer (if enhanced colour or gloss finish is desired)
SEALER S.Q.T. Sedler (For a matt finish)

AVAILABLE MATERIALS

Slate Quartzite Marble Limestone Sandstone

SUTABLE USES

Interior Walls Exterior Walls Celing Furniture

Bathroom Kitchen Cabinets | Exhibition Decoration Door Skins

SUTABLE SURFACES FOR APPLICATION

Metal \We'ele Plastic Concrete

Any other
solid surface

Fiore Board Class

Q Head Office

Union Tiles Bedfordview (Pty) Ltd

® 011663 2000
19 North Reef Road, L 1Lin1X) www.uniontiles.co.za
Bedfordview East, @uniontiles : ..
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